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ABSTRACT 
Candiota city, in the south of Brazil, is located near the largest reserves of mineral coal of the country. This 
coal is used for thermoelectric power generation. The extraction of coal from open-cut mines involves opera-
tions may generate at least some particulate matter into the atmosphere. These particles retained on the sur-
face of metallic structures exposed to the atmosphere, may adsorb gases such as CO, CO2, SO2 and NO, 
which, in combination with humid air form corrosive substances, such as HNO3 and H2SO4. This paper aims 
to evaluate the influence of Candiota coal on the corrosion of buried steel structures and exposed to atmos-
phere containing particulate matter from coal combustion. The coal sample was characterized by SEM (scan-
ning electron microscopy), thermogravimetric analysis (TGA), surface area analysis (BET method), electrical 
conductivity (EC) analysis, FTIR and Raman spectroscopy. Corrosion was simulated by exposure of steel 
samples to coal particles and thermoelectric industrial atmosphere. Electrochemical tests of solutions leached 
from the coal were conducted by voltammetry to evaluate the soluble compounds corrosiveness. The corro-
sion rate was determining following the technical standard ASTM G1-90. Localized attacks and corrosion 
products formations were detected in API 5L Grade B steel exposure to coal. The average corrosion rate for 
the samples in direct contact to the pulverized coal was 0.15 mm/year, while in samples exposed to the at-
mosphere from industrial power plant was 0.30 mm/year. It is concluded that API 5L Grade B steel metal 
structures, exposed to atmospheres rich in Candiota coal and its derivatives, must be properly protected and 
monitored to avoid future damage caused by corrosion. 
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1. INTRODUCTION 
Coal is a non-renewable fossil fuel, formed from the decomposition of organic matter under certain condi-
tions of temperature and pressure [1]. It is recovered from the ground by mining processes, which may be 
underground or open-cut operations depending in part on the depth and overburden material under which the 
coal occurs [1]. In Brazil, the main coal reserves are located in the states of Paraná (PR), Santa Catarina (SC) 
and Rio Grande do Sul (RS); the city of Candiota (RS) is located close to the largest open-cut reserves of coal 
in the country [1]. The chemical composition of coal varies depending on its geological history, but the mate-
rial consists essentially of carbon, oxygen, nitrogen, and sulfur, associated with minerals, including quartz, 
kaolinite, illite, feldspar, calcite, dolomite and pyrite [2]. The main current uses of coal include the generation 
of electricity through thermal power plants, generation of heat for different production processes, and genera-
tion of steam used in some manufacturing industries [1]. 
 The extraction of coal from open-cut mines involves operations such as blasting, crushing, grinding, 
screening, separation and transportation [3]. These processes may generate at least some particulate matter 
into the atmosphere. Although many of these particles are inert to metallic materials, they may have the ca-
pacity to adsorb other, more aggressive substances [4].  
 The particles retained on the surface of metallic structures exposed to the atmosphere, may adsorb 
gases such as CO, CO2, SO2 and NO, which, in combination with humid air form corrosive substances, such 
as HNO3 and H2SO4. In addition to the formation of substances harmful to metals during extraction of the 
coal, when coal is burned for power generation or steam production, release of carbon and sulfur and reaction 
of those elements with oxygen in the atmosphere may forming CO (g), CO2 (g), SO2 (g) and SO3 (g). These 
gases may then combine with atmospheric moisture, forming aggressive substances such as H2SO4, and 
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H2SO3; these precipitate in the form of acid rain and are deposited on metallic structures, causing corrosion 
[4].  
 Other facts related to coal aggressiveness is the particulate matter from coal combustion may have 
large amounts of ash (up to 50%), which contain abrasive mineral species such as hard quartz, promoting the 
erosion propensity of coal [5]. The erosion is a serious problem in power generation equipment, in gas tur-
bines for ships and aircrafts and in other energy conversion and chemical process systems and should be 
either totally prevented or detected at an early stage to avoid catastrophic failure [5].  
 According to several authors, corrosion is defined as the deterioration of a material, usually metallic, 
by electrochemical or chemical action of the environment, either associated or not associated with mechani-
cal stress [4,6,7]. The deterioration caused by physical-chemical interaction between the material and the 
environment results in undesirable changes in the material, such as wear, chemical or structural changes, 
making the material unsuitable for use [4]. 
 The corrosion of metallic structures may result in loss of material, interruption of processes, product 
contamination, and risks to human life and the integrity of the environment [7]. Therefore, it is fundamentally 
important to study materials and corrosive processes, including the causes and possible consequences of 
corrosion [4,6,8]. Exposure of metallic samples (called coupons) properly prepared, in atmospheres of inter-
est, is an efficient technique for the study of atmospheric corrosion [9]. 
 Many metal structures, mainly industrial pipes, are manufactured from carbon steel, due to favorable 
cost and strength, easy welding and shaping, high resistance to high and low temperatures, and resistance to 
major changes [10]. However, this metal is susceptible to corrosion processes because it contains impurities, 
such as non-metallic inclusions [4]. 
 The non-metallic inclusions are known to be preferred sites for the nucleation of pits on steels [11-13]. 
Steel corrosion studies have been conducted using aggressive media, such as NaCl, HCl and H2SO4 at rela-
tively high concentration. The distribution of inclusions plays an important role; apparently larger inclusions 
or regions with a higher density of inclusions are preferred for pit nucleation. Corrosion of inclusions in car-
bon steel samples has also been studied presence of solutions containing humic and fulvic acids extracted 
from soil and coal, both of which may also cause corrosive process on the non-metallic inclusions [8,14,15]. 
The main of the present work was to study the corrosion process in samples of carbon steel type API 5L 
Gr. B brought about by the action of particulate matter from Candiota coal. The study involved the character-
ization of the coal, a corrosion simulation process of carbon steel in coal, and electrochemical tests on aque-
ous solutions to evaluate any soluble compounds released by the coal. 
2. MATERIALS AND METHODS 
The coal sample used in the study was extracted from the Candiota mine, in Candiota City, RS. The weath-
ered sample was transferred in large blocks solid. These blocks were fractionated into smaller pieces and 
milled to a fine particle size, for further characterization and leaching to achieve the electrochemical tests. 
The characterization of Candiota coal was performed by thermal analysis (TGA), morphological characteri-
zation by scanning electron microscopy (SEM), spectroscopic analysis by absorption spectroscopy in the 
infrared (FTIR) and Raman spectroscopy, and physical analysis particle by the BET method (Braunauer, 
Emmet and Teller) analysis and electrical conductivity (EC). 
The thermogravimetric analyses were performed at a heating rate of 10 °C/min and the final tempera-
ture of 900 °C under air atmosphere to study the thermal decomposition of the material. Characterization by 
scanning electron microscopy was performed by acquiring images using secondary electrons, low voltage (5 
keV), because to not change the morphological characteristics of the sample. This analysis was carried out to 
know the fine particles morphology of coal sample, then was not used energy dispersive x-ray (EDS) analy-
sis. The analysis by absorption spectroscopy in the infrared region was performed on tablet obtained by mix-
ing coal powder and KBr in a range from 4000 to 400 cm-1. Raman spectroscopy was performed using a filter 
and laser wavelength of 785 nm. The pulverized coal sample had its surface area determined by the BET 
method [16] (Braunauer, Emmett and Teller), which employs adsorption isotherms. And the electrical con-
ductivity of carbon was measured using to digital conductivity meter. This parameter is very important for 
the evaluation to coal corrosiveness.  
The metallic material used for sample preparation was extracted from a section of pipe made of steel 
API 5L Gr. B, typical material used for the construction of industrial metal pipes for transporting different 
fluids. Table 1 shows the nominal composition of the sample according to the manufacturer COSIPA – 
“Companhia Siderúrgica Paulista” determined using energy-dispersion spectrometry (EDS). 
 
Table 1: Nominal chemical composition of the API 5L Gr. B steel by EDS (wt%). 
STEEL C MN P S Fe 
API 5L GR. B 0.27 1.15 0.03 0.03 BALANCE 
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The metal samples for the study were prepared by cutting, yielding a geometric area of about 0.7 cm2. 
The sections were then polished using silicon carbide paper (until particle size of 2500) in water, for the 
removal of impurities and reduction of surface defects of metal. The samples were rinsed in ethyl alcohol, 
dried in an air jet at room temperature, weighed in analytical balance and stored in desiccators under vacuum. 
The morphology of the metallic samples prepared was characterized by optical microscopy in reflected light 
at different magnifications, and then forwarded to the corrosion simulation and electrochemical tests. 
The corrosion tests were simulated by two different methods: 
1. the steel samples were put in direct contact with dried coal particles, for a total time of 6 months exposure; 
2. the steel samples were exposed outdoor to the weather in a coal combustion plant, receiving to particulate 
matter from a thermoelectric industry, in Candiota City, for 6 months.  
In both cases the attack morphology on the steel samples was evaluated every month by optical microscopy 
and the variation of mass determined by weighing in an analytical balance. All tests were performed in dupli-
cates. 
For determining the corrosion rate at the end of the period of the corrosion tests, the samples were 
cleaned of the corrosion products that had been formed, following technical standard ASTM G1-90 entitled 
"Standard Practice for Preparing, Cleaning, and Evaluating Corrosion Test Specimens", reweighing to deter-
mine the weight variation in the metal samples free of corrosion deposits. 








                                                                   (1) 
 
in which: k is a constant for adjusting units (8.46 x 104 mm/year), W is the weight loss in grams, A is the area 
in cm2, T is the exposure time in hours and D is the density in g/cm3 of the metallic material; for carbon steel 
D is 7.86 g/cm3. 
For the realization of electrochemical tests the pulverized coal was leached with distilled water (pH 
6.0 and electrical conductivity of 2.5 µS/m) for the extraction of soluble components in a ratio (coal/water) of 
1:10, with agitation for about two hours. The leachate solution was filtered through filter, to eliminate any 
residual coal particles. The leachate solution was used as electrolyte to perform the electrochemical tests. 
This solution showed pH 7.5 and electrical conductivity of 290 µS/m. It was used a three-electrode electro-
chemical cell comprising: the reference electrode was Ag/AgCl, platinum as counter electrode and the sam-
ple of carbon steel API 5L Gr. B as working electrode. The results are showed in normal hydrogen electrode 
(NHE). The cyclic voltammetry tests were performed at scan rates of 1, 10 and 100 mV/s, varying the range 
of potential sweep. A first investigation was conducted by cyclic voltammetry in extensive potential sweep 
between -2000 to +1550 mV (NHE) at a rate of 100 mV/s. To observe the nucleation of corrosive attack was 
restrict the scan range between -1000 to +560 mV (NHE), at scan rates of 10 and 100 mV/s. The tests were 
performed in the presence of oxygen in an Autolab with potentiostat/galvanostat PGSTAT101, including 
differential electrometer amplifier. At the end of the tests, steel samples were analyzed by optical microsco-
py. By electrochemical tests is possible to evaluate the corrosion process in metal samples in aqueous solu-
tion content soluble compounds of coal, simulate the rain in coal mine.   
3. RESULTS AND DISCUSSION 
Microscopic analysis of pulverized coal particles revealed that these solids are composed of dense particles, 
relatively smooth surface, as shown in Figure 1. It is interesting to visualize the particles which are studied 
here. The particle size distribution is heterogeneous. Previous work has shown the mild steel corrosion rate 
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Thermogravimetric analysis of the coal is shown in Figure 2, which allows observing that the sample 
has a first thermal decomposition in the range 190-428 °C, decomposing about 13 % of the mass of the whole 
sample and a second range of thermal decomposition about 428-561 °C, representing approximately 38 % of 
















Figure 2: Thermogravimetric analysis of the pulverized coal. 
 
For the surface area analysis of the coal particles, by the BET method, it was found that the particles 
have a surface area of 9,064 m2/g. And the electrical conductivity was 0.1 μS. 
The evaluation of the infrared spectrum, shown in Figure 3, indicates that the major compounds pre-















Figure 3: Absorption spectrum in the infrared region to the coal. 
 
Analysis by Raman spectroscopy showed two peaks: one at 1587 cm-1 that indicates C-C vibration in 
aromatic structures, and another at 1350 cm-1, which refers to different types of structural defects typical of 
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For the corrosion simulated tests, the morphology of prepared metallic samples was analyzed by opti-
cal microscopy (Fig. 5). It is possible to visualize the presence of non-metallic inclusions of sulfur com-












Figure 5: Surface morphology for the prepared sample of API 5L Gr. B.  
 
After 60 days of the contact between the steel samples and coal particles, nucleation of the corrosion 
process was detected by microscopic analysis (Fig. 6). Apparently, this nucleation occurs from the non-
metallic inclusions present in steel API 5L Gr. B, as already detected by other authors studied the corrosion 
of API steel in soil [5]. It is possible to detect the formation of metal oxides thin layers, by the occurrence of 
color formation in the samples. The green and red details around the inclusions showed in Fig. 6 indicated the 












Figure 6: Nucleation of corrosive attack after 60 days exposure to pulverized coal. 
 
After 90 days of exposure there is a greater amount of corrosion products on the metal surface, round-






















Figure 7: Formation of corrosion products after 90 days exposure to coal at different regions. 
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Figure 8: Attack morphology to metallic samples exposed to coal: a) before removal of the corrosion products from 
metallic surface; b) after removal, using the Clark solution. 
 
Nucleation of the corrosion process was also detected, by optical microscopy after 150 and 180 days 













Figure 9: The formation of corrosion products after (a) 150 and (b) 180 days of exposure to coal. 
 
In the simulation of corrosion in metallic samples exposed to an industrial atmosphere, rich in particu-
late matter from coal combustion, a thick layer of corrosion products was quickly generated on the sample 
surface. This dense film was difficult to analyze by metallurgical optical microscope, and the attack mor-












Figure 10: Metallic samples exposed to particulate material from the combustion of coal in thermoelectric power plant 
industrial atmosphere: (a) 30, (b) 60 (c) 90 (d) 120 (e) 150 and (f) 180 days of exposure by digital photo. 
  
The average corrosion rate for the samples in direct contact to the pulverized coal was 0.15 mm/year, 
while in samples exposed to the atmosphere from industrial power plant was 0.30 mm/year, indicating that 
the latter was twice as more aggressive to API 5L Gr. B steel. 
The Candiota coal sample was leached with distilled water to extract its soluble constituents, to check 
the influence of these constituents on the surface of the steel sample by electrochemical testing.  
A first investigation was conducted by cyclic voltammetry in extensive potential sweep between -
2000 to +1550 mV (NHE) at a rate of 100 mV/s. It is possible to observe the firing current density (Fig. 11). 
This electrochemical test caused severe corrosion by pits in steel sample (Fig. 12).  
Restricting the scan range between -1000 to +560 mV (NHE) it was possible observe the nucleation of 
corrosive attack, which occurred on the non-metallic inclusions present in API 5L Gr. B steel and the for-
mation of small precipitates on the sample (Fig. 13). It was performing this scanning potential at scan rates of 
10 and 100 mV/s, to provide different times for the electrochemical reactions. It was observed the current 
density increases about 300 μA/cm2 when the corrosion process is performed slower. The current peak was 
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Figure 13: Cyclic voltammetry at potential sweep -1000 to +560 mV (NHE), scan rates 100 and 10 mV/s. 
 












Figure 14: Attack nucleation after electrochemical tests at potential sweep -1000 to +560 mV (NHE), scan rates (a) 100 
and (b) 10 mV/s. 
200x 400x 
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4. CONCLUSIONS 
The coal of Candiota has aromatic groups and these in decompose above 400 °C, representing about 13 % of 
the integral mass of the sample and the functional groups simple aliphatic chains, decomposing around 280 
°C is approximately 38 % of the sample. 
The corrosive process simulated through the metallic samples in direct contact with Candiota pulver-
ized coal indicates nucleation of attack after 60 days of exposure. After 90 days, the formation of corrosion 
products was observed in the vicinity of colored inclusions, indicating thin layers of metal oxides. Strong 
formation of corrosion products was further, observed after 150 and 180 days of exposure to the coal, indicat-
ing a localized attack on the sample. 
The simulation of corrosion in metallic samples exposed to the industrial atmosphere indicated the 
formation of oxides and precipitation on the metal surface, causing a general corrosion of the samples. Even 
after the first 30 days of exposure, samples of carbon steel already showed signs of corrosion on its surface. 
The first electrochemical tests performed indicate that the water soluble constituents of the coal pro-
mote the corrosion of carbon steel structures in contact with atmospheres rich in coal. Localized attacks were 
detected, such as the nucleation of the non-metallic inclusions in API 5L Gr. B steel. 
It is concluded that metal structures in general, such as pipes, equipment, and storage tanks, exposed 
to atmospheres rich in Candiota coal and its derivatives, must be properly protected and monitored to avoid 
future damage caused by corrosion. 
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